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QUICK REFERENCE GUIDE 
INPUT TRANSFORMERS 


Impedance Turns | Band- | Max input level Approximate Cost 
Ca ae eT RR 
IRE-13K6-C | Micinput_ | 150-3750, | 15 | 85K | -25 | +1 |1.13x1.06] 2.50z | 41.00 | 34.00 | 26.00 | 
Revers | Menpu {| _tso-ars) | 15 | se} a} ie haus sif soz {9400 | 5300/4100) 
ae MC ee Ee See BE ee ee ee 


= oe 
= Pewee [oe [oe [Ys false [a wes [ae pela 
Mic split 150-150- 
Mic split 150-150- 
20K-150 aceon aa os oar ra aoe 50.00 razao [SEO 
a 


EIR VeC| tne m | —isccise | 1+ [asx | 16 | 30 Trrssned| aor | 2600 [300 [20.001 
pesire | une [ec [i [ang [ze [eas sel 200 | 00 [va00 [sen 
AE 1E3 [tine mn | 1sk-15K [1.4] [ 28 | 98- franrrsr] 557 [ 10800} 95.00 [66.00 


Line in 
RE-6110K-B Bridaina 10K-600 4:1 160K +24 +27 |1.31x1.57 66.00 42.00 


The above input transformers represent our most popular designs. Many are available as pc or octal plug mounting. Other types of mountings, split 
or tapped primary and secondaries, tube and true 600 ohm. are also available. Prices are rounded up. 


OUTPUT TRANSFORMERS 
Approximate Cost 


Maximum Output DCR Turns Ratio Ewe acre 

Type 20hz 30hz Bifilar Quadfilar | Bifilar | Quadfilar 100 
| BL] 32 | +85 | 40 | 20] 4:1 /0:2 | 1902 [2.25x1.88| 50.00 | 42.00 | 32.00 | 
[| or | +27 | +30 | 38 | 19 | 4:1 | 4:1/1:2] 1102 [1.88x1.56| 39.00 | 32.00 | 25.00 | 
| cL | +23 | +26 | 40 | 20 | tt tt /4:2 | 6oz [1.63x1.31] 31.00 | 26.00 | 20.00 | 
| Fe | +420 | +24 [| sa | 29 | 4:41 [41/12] 40z [1.38x1.13| 23.00 | 19.00 | 15.00 | 
| auf 47 fn fag | NA | taf NA | 1.502 |1.00x0.75| 27,00 | 22.00 | 17.00_| 


ST AT Ta OTT 
| om | +21 | +25 | 38 | 19 tet tt/4:2 | 110z_|1.88x1.56] 48.00 | 40.00 | 31.00 _| 
| eM | +17 | +22 | 40 | 20) | ott | tt/t:2| 6oz_ |1.63x1.31| 41.00 | 34.00 | 26.00 _| 
| orM | +15 | +18 | 58 | 29 | ott | ti/t2] 4oz |1.38x1.13| 28.00 | 24.00 | 18.00 | 
| GM [+4 ff +7 | 43) | NA Tots | NA 1.502 |1.00x0.75] 28.00 | 23.00 | 18.00 | 


Of all the output transformers we manufacture the majority fall into 5 basic series (or sizes). Starting with the largest, the B series, then the D, E, 
F, and the smallest the G series. The prefix stands for its possible use, 11 = Bifilar or 1:1, with its counterpart 123 = Quadfilar or 1:1, 1:2, or in one 
case 1:3. The suffix L stands for 50% nickel core material. The Suffix M stands for 80° nickel core material. The next possible suffix would be CF 
for channel frame mounting or PC for printed circuit mounting. Therefore an RE-11-BLCF is a 1 to 1, B series transformer using 50% nickel core 
material and a channe! frame for mounting. Within a particular series type the power handling will be relatively consistent regardiess of Bifilar, 
Quadfilar. split. tapped. or pc mount. Prices are rounded up and are based on the 1:1 Bifilar lype. Other winding configurations and mounting types 
may be more expensive. 


“) 1991 BCT 
Prices. terms, conditions. and specifications subject to change without notice or obligation. 
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MICROPHONE INPUT 


LINE INPUT PC OR cove ie OUTPUT 80% NICKEL CORE 


RE-110K-C veer heart gg DESLI-BMCE 63.10 
BERL KS $3.77 Fe -11P-18 so.sp AE-L-DMCE phoetl 
110K. 46.65 pe | oteg RE-112-MCF 32.48 
BE-115K-5 49.01 RE-11SSP-8MP 00 oe so 
BE 49.68 Re.6110K-BPC a7 Cee pie 
: 40.21 1 BE-123-BMCF 67.72 
: 64.92 
SET oe RE-900-9150 “se meee 
24 RE.900-9155 59.74 
RE-150MM 9.43 pe.5049 45.24 OUTPUT 70v & 25v 
RE-16-A 63.01 “"  RE-25VC-10W 52.06 
: 69.26 RE-752-M 65,24 
: : OUTPUT STEEL CORE : ; 
RE-6110K-A 4150) Bea coe 90.09 RE-7OVC-5W 106.11 
| MICROPHONE INPUT PC TYP RE-112-CF 24.02 MOVING COIL INPUT 
47.35 BE-1zACE $3.61 RE.34K-DX 84,26 
RE-1 15K-MAX Pee Blas oi 38.38 Be .44K-DX 
1 15K- ; -44K- 64.28 
RE-13K7-APC M81 Seis a sae 
papi 70.81, RE-8003 139,91 BE-Z552 23.99 
LOW FREQUENCY TAPPED I 
RE-MB-CPC B60) oases RE 7961 14.40 
BE-MB-CSC 45.87 Fe 409-APC 94.27 RE-8355 18.93 
Sacre 69.23 RE-123-SPC 28.89 
“MB-DLL 73.76 oe. 93.6; TAPE HEAD MATCH 
RE-ME-E 96.88 5F105-SPC 93.17 RE-642-90 92.43 
DIRECT BOX RE-DBX 25.09 
RE-DB-E 49.68 
RE-DB-EPC 51.50 Need i NICKEL CORE 
RE-D8-EU 46.09 BE-11- 49.90 
BE-11-DLCF 38.07 
LINE INPUT RE-11-ELCF 30.37 
RE-10KB-B8 go.ss BE-11-FLCF 22,86 
RE-10KB-C 41.94 RE-11-FL X 40.93 
BRP 46.66 BE-1131 alt 
: 1.18 BE-112: 
RE-1 1PAT 48.13 FRE-11SS-BLCF 57.79 
RE-11P-8 8.77 RE-11SS-DLCF 44,80 
RE-11P-9 402.12 RE-11SS-ELCF 36.85 
RE-11SSP-5M 82.22 RE-1195-FI Cr an 72 
RE-11SSP-8M 162.81 Fate : ee 
RE-6110K-3 85.71 RE-123-SLCF 93.74 
RE-6110K-BB 71.44 RE-123-SL-X 51.81 
RE-751-M 93.7! 


OUTPUT TRANSFORMER HOOKUP 


ALL. RE-11 Series Output Franstormers 
* 
1:1 
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ALL RE-123 Series Output Transformers 
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(-) ©1991 BCI 
*Output isolator is a 39 ohm 1 watt resistor wound with 40 turns of #30 magnet wire. 


OUTPUT TRANSFORMER SIZES 


D Series 


B Series - approx. weight 19 07 a ° 
G Series 

D Series - approx. weight 11 0z 

E Series - approx. weight 6 07 

F Series - approx. weight) 4 07 

G Series - approx. weight) 1.5 07 P99) BCI 


